
KRM LOTO ELECTRICAL PANEL LOCKOUT



SR.NO KRM LOTO PART CODE PRODUCT NAME
WEIGHT

(kg)

TECHNICAL 

PAGE NO.

1 KRM-K-MIESLD-1 KRM LOTO - MULTIPURPOSE INDUSTRIAL ELECTRICAL SAFETY LOCKOUT DEVICE – I 0.07 7-8

2 KRM-K-MIESLD-2 KRM LOTO - MULTIPURPOSE INDUSTRIAL ELECTRICAL SAFETY LOCKOUT DEVICE – II 0.07 9-10

3 KRM-K-MIESLD-3 KRM LOTO - MULTIPURPOSE INDUSTRIAL ELECTRICAL SAFETY LOCKOUT DEVICE – III 0.05 11-12

4 KRM-K-MIESLD-4 KRM LOTO - MULTIPURPOSE INDUSTRIAL ELECTRICAL SAFETY LOCKOUT DEVICE – IV 0.04 13-14

5 KRM-K-MIESLD-5 KRM LOTO - MULTIPURPOSE INDUSTRIAL ELECTRICAL SAFETY LOCKOUT DEVICE – V 0.08 15-16

6 KRM-K-EHLP KRM LOTO – ELECTRICAL HANDLE PANEL LOCKOUT (YELLOW & RED) STEEL STRIP 0.05 17-18

7 KRM-K-DEHLP KRM LOTO – ELECTRICAL HANDLE PANEL LOCKOUT (YELLOW & RED) PLASTIC STRIP 0.04 17-18

8 KRM-K-RSDEL Round Shape Di-Electric Lockout 0.01 19-20

9 KRM-K-MRSRLM KRM LOTO - multipurpose  round shape racking lockout metal 0.110 21-22

10 KRM-K-RSML KRM LOTO-ROUND SHAPE metal LOCKOUT 0.07 23-24
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SR.NO KRM LOTO PART CODE PRODUCT NAME
WEIGHT

(kg)

TECHNICAL 

PAGE NO.

11 KRM-K-DMEPB-T KRM LOTO - TRANSPARENT DI ELECTRICAL MULTIPURPOSE  PANEL LOCKOUT, 0.125 25-26

12 KRM-K-DMEPB-Y,G KRM LOTO DI ELECTRICAL MULTIPURPOSE  PANEL LOCKOUT, 0.125 27-28

13
KRM-K-EPL-S

KRM- EPL-S-WCH
KRM LOTO ELECTRICAL PANEL LOCKOUT - SQUARE SMALL-- OUTER SQUARE BASE 0.050 29-30

14 KRM-K-MEPL KRM LOTO ELECTRICAL PANEL LOCKOUT FOR LOW DEPTH 0.050 31-32

15 KRM-K-MEPL-R KRM LOTO – TRANSPARENT MULTI PURPOSE ELECTRIC PANEL LOCKOUT DEVICE 0.022 33-34

16 KRM-K-MEPL-R- CH MULTIPURPOSE ELECTRICAL PANEL LOCKOUT WITH CHAIN 100 MM LENGTH 0.030 33-34

17 KRM-K-MEPL-R65-P KRM LOTO PUSH BUTTON LOCKOUT - ROUND - MEDIUM 0.200 35-36

18

KRM- K-EPL-R –Large

KRM- K-EPL-90 –Large

KRM- K-EPL-45 -Large

KRM LOTO – ELECTRICAL PANEL LOCKOUT – ROUND 0.07 37-38

19

KRM- K-DLEPL-P

KRM- K-DLEPL-45

KRM- K-DLEPL-90

KRM LOTO – ELECTRICAL PANEL LOCKOUT – DOUBLE LARGE 0.170 39-40

20 KRM- K-DLEPL-EXTRA KRM LOTO – ELECTRICAL PANEL LOCKOUT – DOUBLE EXTRA LARGE 0.2 41-42
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SR.NO
KRM LOTO PART 

CODE
PRODUCT NAME

WEIGHT

(kg)

TECHNICAL 

PAGE NO.

21 KRM-K- EPL-22/30 KRM LOTO TRANSPARENT ELECTRICAL PANEL  LOCKOUT 0.06 43-44

22 KRM-K- EPL-74 KRM LOTO TRANSPARENT ELECTRICAL PANEL  LOCKOUT HOLE SIZE – 74 MM X 74 MM 0.11 45-46

23 KRM-K-MEPB-57 KRM LOTO MULTIPURPOSE ELECTRICAL PANEL LOCKOUT 0.06 47-48

24 KRM-K-MEPB-361 KRM LOTO MULTIPURPOSE ELECTRICAL PANEL LOCKOUT 0.06 47-48

25 KRM-K-MEPB-381 KRM LOTO MULTIPURPOSE ELECTRICAL PANEL LOCKOUT 0.06 47-48

26 KRM-K-MEPB-753 MULTIPURPOSE ELECTRICAL PANEL LOCKOUT BOX (AIR CIRCUIT BREAKER BOX) 2.8 49-50

27 KRM-K-MCBLB-1161 KRM LOTO  MCP LOCKOUT BOX 0.400 51-52

28 KRM-K-MEPB-612 KRM LOTO LARGE MULTIPURPOSE ELECTRICAL PANEL LOCKOUT 1 53-54

29 KRM-K-EPKLD KRM LOTO ELECTRICAL PANEL KNOB LOCKOUT DEVICE SMALL 0.030 55-56

30 KRM-K-EPKLD-61 KRM LOTO - ELECTRICAL PANEL KNOB LOCKOUT DEVICE BIG 0.050 55-56

31

KRM- K-EPL-M-P

KRM-K-EPL-M-P-45

KRM-K-EPL-M-P-90

KRM LOTO – ELECTRICAL PANEL LOCKOUT – METAL 0.8 57-58
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SR.NO KRM LOTO PART CODE PRODUCT NAME
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(kg)
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32 KRM- K-EPL-MSB KRM LOTO ELECTRICAL PANEL LOCKOUT MADE OF MILD STEEL 0.20 59-60

33 KRM- K-LEPL-MSB -P10 KRM LOTO LARGE ELECTRICAL PANEL LOCKOUT MADE OF METAL 0.9 61-62

34 KRM-K-PDE-R-DL52 KRM LOTO PADLOCK EYE - DOUBLE LARGE- RIGHT ANGLED (SET OF 10) 0.160 63-64

35 KRM-K-PDE-R-L47 KRM LOTO PADLOCK EYE - LARGE - RIGHT ANGLED (SET OF 10) 0.140 63-64

36 KRM-K-PDE-R-L40 KRM LOTO PADLOCK EYE - LARGE - RIGHT ANGLED (SET OF 10) 0.140 63-64

37 KRM-K-PDE-R-M37 KRM LOTO PADLOCK EYE - MEDIUM  - RIGHT ANGLED (SET OF 10) 0.120 63-64

38 KRM-K-PDE-R-M30 KRM LOTO PADLOCK EYE - MEDIUM  - RIGHT ANGLED (SET OF 10) 0.120 63-64

39 KRM-K-PDE-R-S22 KRM LOTO PADLOCK EYE – SMALL –RIGHT ANGLED (SET OF 10) 0.100 63-64

40 KRM-K-PDE-F-DL62 KRM LOTO PADLOCK EYE - DOUBLE LARGE- FLAT (SET OF 10) 0.160 63-64

41 KRM-K-PDE-F-L57 KRM LOTO PADLOCK EYE - LARGE - FLAT (SET OF 10) 0.140 63-64

42 KRM-K-PDE-F-L50 KRM LOTO PADLOCK EYE - LARGE - FLAT (SET OF 10) 0.140 63-64
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43 KRM-K-PDE-F-M47 KRM LOTO PADLOCK EYE - MEDIUM  - FLAT (SET OF 10) 0.120 63-64

44 KRM-K-PDE-F-M40 KRM LOTO PADLOCK EYE - MEDIUM  - FLAT (SET OF 10) 0.120 63-64

45 KRM-K-PDE-F-S32 KRM LOTO PADLOCK EYE – SMALL –FLAT (SET OF 10) 0.100 63-64

46 KRM-K-EAHL KRM LOTO – ELECTRIC AIR HOLE LOCKOUT DEVICE 0.30 65-66
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KRM LOTO - MULTIPURPOSE INDUSTRIAL ELECTRICAL SAFETY LOCKOUT DEVICE – I

KRM-K-MIESLD-I

MODELS A B C D E F WEIGHT

KRM-K-MIESLD-I 25mm 40mm 78.5mm 23mm 51mm 53mm 70gms

• Material – Made from ABS  and mild steel plate.
• Size of Yellow part : 53x51 mm with provision of hole.
• Size of Metal part : 78.5mm x 40 mm , but  cantilever part  from 

yellow base : 40mm x 40mm x 23 mm (center height)
• Yellow Base Part can be fixed by  double sided tape or screw.
• Different shape lockouts can be customized on quantity basis.
• Can put over button switch and lock hole for distribution cabinet’s 

lockout device as shown in image to prevent accident.
• Always use Lockout Tagout while shutdown and maintenance work.





KRM LOTO - MULTIPURPOSE INDUSTRIAL ELECTRICAL SAFETY LOCKOUT DEVICE – II

KRM-K-MIESLD-II
MODELS A B C D E F WEIGHT

KRM-K-MIESLD-II 35mm 88mm 40mm 23mm 51mm 53mm 70gms

• Material - Made from ABS  and mild steel plate.
• Size of  Yellow part : 53x51 mm  with provision of hole.
• Size of Metal part : 88 mm x (40 + 35 at end of part) mm , but  

cantilever part from yellow base : 40mm x 40 + 35  at end of 
part ) mm 

• Yellow Base Part can be fixed by  double sided tape or screw.
• Different shape lockouts can be customized on quantity basis.
• Put over low voltage drawer, electrical panel door or over 

electric handle hole for  lockout device as shown in image to 
prevent accident.

• Always use Lockout Tagout while shutdown and maintenance 
work.





• Material - Made from ABS  and mild steel plate.
• Size of Yellow part : 53x51 mm with provision of hole.
• Size of Metal part : 31 mm x  (40mm + 37mm at end of part) mm , 

but  cantilever part  from yellow base : 31mm x 40 + 37  at end of 
part ) mm 

• Yellow Base Part can be fixed by  double sided tape or screw.
• Different shape lockouts can be customized on quantity basis.
• Cover drawer with switch handle, change over switch lockout 

device as shown in Image to prevent accident.
• Always use Lockout Tagout while shutdown and maintenance work.

KRM LOTO - MULTIPURPOSE INDUSTRIAL ELECTRICAL SAFETY LOCKOUT DEVICE – III

MODELS A B C D E F WEIGHT

KRM-K-MIESLD-III 31mm 32mm 37mm 40mm 51mm 53mm 50gms KRM-K-MIESLD-III





• Material - Made from ABS  and mild steel plate.
• Size of Yellow part : 53x51 mm with provision of hole.
• Size of Metal part : 81 mm x  (40mm + 30mm at end of part) mm , 

but cantilever from yellow base , internal tapper cut shape size -25 
mm top x 33mm bottom part  

• Yellow Base Part can be fixed by  double sided tape or screw.
• Different shape lockouts can be customized on quantity basis.
• Covers knob switch and change over switch to put lockout device as 

shown in image to prevent accident handle, lever in the hole.
• Always use Lockout Tagout while shutdown and maintenance work.

KRM LOTO - MULTIPURPOSE INDUSTRIAL ELECTRICAL SAFETY LOCKOUT DEVICE – IV

KRM-K-MIESLD-IV

MODELS A B C D E F WEIGHT

KRM-K-MIESLD-IV 80mm 30mm 25mm 40mm 51mm 53mm 40gms





KRM LOTO - MULTIPURPOSE INDUSTRIAL ELECTRICAL SAFETY LOCKOUT DEVICE – V

MODELS A B C D E F WEIGHT

KRM-K-MIESLD-V 52mm 21mm 25mm 40mm 51mm 53mm 80gms

• Material - Made from ABS  and mild steel plate.
• Size of Yellow part : 53x51 mm with provision of hole.
• Size of Metal part : 98 mm , but cutout cantilever part from yellow 

base : width 52mm x height 60mm and cutout center/ top average 
width  25/21 mm

• Yellow Base Part can be fixed by double sided tape or screw.
• Different shape lockouts can be customized on quantity basis.
• Insert lockout device as shown in image to prevent accident handle, 

lever in the hole.
• Always use Lockout Tagout while shutdown and maintenance work.

KRM-K-MIESLD-V





KRM LOTO – ELECTRICAL HANDLE PANEL LOCKOUT (YELLOW & RED) 

• Material - ABS base with steel or Flexible Plastic strip. Electrical Handle Lockout 
for electrical panel is made of four parts which is used to block the movement of 
handles and lever installed at electric panel, is available with or without lock.

• Locking Slot - Two holes or strong adhesive at base part so that it can be stick 
solidly within some hour and also can be screwed for tight sticking on oily 
surface and then locked by the padlock.

• Size of Base - Diameter is 59 mm, thickness 10 mm and size of SLOTTER part is 
25 mm x 18 mm x 7 mm. Steel / Plastic grip with edge to edge length is 435 mm, 
width 19 mm, with multiple holes of 9 mm for group isolation purpose.

• Weight - 40 gms for steel strip without brass padlock, 30 gms of plastic strip 
without brass padlock.

• Color - Yellow, Red Base with metal or plastic strip.
KRM-K-EHLP-Y 

MODELS DIAMETER(A) SLOTTER PART(B) THICKNESS(C) STRIP LENTGH(D) DIAMETER HOLE(E) WEIGHT

KRM-K-EHLPWPL(Steel strip) 59mm 25mm 10mm 436mm 9mm 40gms

KRM-K-DEHLPWPL(Flexible Plastic
strip)

59mm 25mm 10mm 436mm 9mm 30gms

KRM-K-EHLPWPL-R

KRM-K-DEHLP-Y KRM-K-DEHLPWPL-R





KRM LOTO-ROUND SHAPE DI ELECTRIC LOCKOUT

• Round Shape Di Electric lockout device is used to lock the 
racking in-out point of air circuit breaker and Vacuum circuit 
breaker so that no one can operate the particular device, also 
can lock some sort of switches that are inserted inside a plain 
surface

• Material –Body made of ABS, attached with rivet.
• Made by riveting two pieces which can be easily rotated in 

any direction having three holes at bottom part to fix with the 
screw and also can be stuck with the strong double sided pre 
adhesive on requirement for locking purpose.

• Dimension – Outer diameter is 45 mm, Inner diameter is 
32mm, lower cover circle side thickness is 6mm, overall 
thickness is 7.5mm

• Hole Dia – 7mm.
• Weight – 10gms
• Color – Standard Color Yellow. KRM-K-RSDEL

MODELS
OUTER 

DIAMETER(A)
INNER

DIAMTER(B)
WIDTH(C)

OVERALL
THICKNESS(D)

LOWER
THICKNESS

WEIGHT

KRM-K-RSDEL 45mm 32mm 07mm 7.5mm 06mm 10gms





KRM LOTO - MULTIPURPOSE  ROUND SHAPE RACKING LOCKOUT METAL

• Material – Body made of metallic, attached with rivet.
• Round Shape metal  lockout device is used to lock the racking 

in-out point of air circuit breaker and Vacuum circuit breaker 
so that no one can operate the particular device, also can 
lock some sort of switches that are inserted inside a plain 
surface

• Made by riveting two pieces which can be easily rotated in 
any direction having three holes at bottom part to fix with 
the screw and also can be stuck with the strong double sided 
pre adhesive on requirement for locking purpose.

• Weight – 110 gms
• Color – Standard Color Grey
• 3 Buffer 
• 4 Rivet , 3 Washer 
• 1 KRM-K-PDE-R-DL

MODELS A B C D E F WEIGHT

KRM-K-MRSRLM 65mm 110mm 37mm 25mm 9.5mm 4.5mm 110gms





KRM LOTO-ROUND SHAPE METAL LOCKOUT

• Material – Body made of metallic, attached with rivet.
• Round Shape metal  lockout device is used to lock the racking in-

out point of air circuit breaker and Vacuum circuit breaker so that 
no one can operate the particular device, also can lock some sort 
of switches that are inserted inside a plain surface

• Made by riveting two pieces which can be easily rotated in any 
direction having three holes at bottom part to fix with the screw 
and also can be stuck with the strong double sided pre adhesive 
on requirement for locking purpose.

• Dimension – Outer diameter is 65 mm, Inner diameter is 51 mm, 
• lower cover circle side width is 7 mm, overall thickness is 5 mm
• locking hole diameter is 8mm.
• Weight – 70 gms
• Color – Standard Color Grey.

MODELS
OUTER 

DIAMETER(A)
INNER

DIAMTER(B)
WIDTH(C)

OVERALL
THICKNESS(D)

LOWER
THICKNESS

WEIGHT

KRM-K-RSML 65mm 51mm 07mm 5mm 03m 70gms

KRM-K-RSML





KRM LOTO - TRANSPARENT DI ELECTRICAL MULTIPURPOSE PANEL LOCKOUT

MODELS DIAMENTION HEIGHT(A) WIDTH(B) DEPTH(C) HOLE DIA WEIGHT

KRM-K-DEMPB-T
OUTER 120mm 190mm 25mm

9mm 130gms
INNER 115mm 185mm 22mm

KRM-K-DEMPB-T

• Electrical Panel Lockout is used to lock nearly all electrical panels and covers that 
are installed with exposed screws threaded into the panel back-box, preventing 
the panel so that by mistake no one operates the panel.

• Material – Poly carbonate. For locking purpose one Padlock eye-molded 
polycarbonate. Can be used with lockout hasp.

• Provision of 4 small molded holes on back side of border of box to hang on any 
surface.

• Can put double side tape on back border to stick on any electrical panel surface.
• Dimension Upper Part – Height – 120mm x Width – 190mm x Depth – 25mm
• Dimension Inner Part – Height – 115mm x Width – 185mm x Depth – 22mm
• It can carry on any isolation area, indoor and outdoor application suitable in 

moisture and even in corrosion area.
• Color – Transparent





• Electrical Panel Lockout is used to lock nearly all electrical panels and covers 
that are installed with exposed screws threaded into the panel back-box, 
preventing the panel so that by mistake no one operates the panel.

• Material – ABS material. For locking purpose one Padlock eye-molded 
ABS. Can be used with lockout hasp.

• Provision of 4 small molded holes on back side of border of box to hang on 
any surface.

• Can put double side tape on back border to stick on any electrical panel 
surface.

• Dimension Upper Part – Height – 120mm x Width – 190mm x Depth – 25mm
• Dimension Inner Part – Height – 115mm x Width – 185mm x Depth – 22mm
• It can carry on any isolation area, indoor and outdoor application suitable in 

moisture and even in corrosion area.
• Color – Grey, Yellow, White or can make as per requirement on the basis of 

quantities required. 

KRM LOTO DI ELECTRICAL MULTIPURPOSE PANEL LOCKOUT

KRM-K-DMEPB-G

KRM-K-DMEPB-Y
MODELS DIAMENTION HEIGHT(A) WIDTH(B) DEPTH(C) HOLE DIA WEIGHT

KRM-K-DMEPB-Y(yellow)
KRM-K-DMEPB-G(grey)

OUTER 120mm 190mm 25mm
9mm 100gms

INNER 115mm 185mm 22mm





KRM LOTO – ELECTRICAL PANEL LOCKOUT – SQUARE SMALL

• Material - Strong Polycarbonate body electrical panel 
lockout multi devices is suitable for almost all the square 
lock switches and can be install by pressing and fixing 
with screw. 

• Two holes for locking is provided and provision of hole in 
base part is also available. 

• Outer square base – 66 mm X 66 mm.
• Inner Square Base – 45 mm x 45 mm.
• Upper Part of  Internal Size – 53 mm x 53 mm.
• Depth – 60 mm.
• Weight – 60gm & chain weight 10gm
• Color – Transparent glass. 

KRM- K-EPL-S

MODELS A B C D E WEIGHT

KRM-K-EPL-S
KRM-K-EPL-S-WCH

53mm 60mm 66mm 66mm 45mm 60/70gm

KRM- K-EPL-S-WCH





TRANSPARENT ELECTRICAL PANEL / LOW DEPTH LOCKOUT

• Material - Strong polycarbonate body.
• Electrical panel lockout multiple devices is suitable for 

almost all the square lock switches which can be install 
by pressing and fixing with screw.

• Two holes for locking is provided and provision of hole in 
base part is also available.

• Outer square base – 66 x 66 mm 
• Inner base size – 45 x 45 mm 
• Upper part of Internal Size – 53 x 53 mm 
• Depth – 30 mm
• Weight – 40 gms
• Color – Transparent glass.

MODELS A B C D E WEIGHT

KRM-K-MEPL 53mm 30mm 66mm 66mm 45mm 40gms

KRM-K-MEPL





• Material - Strong Poly Carbonate Body. Multipurpose Electrical 
panel Lockout is used for Air Circuit Breaker or Push Button 
which is made by two parts. To install the device primarily 
switched off the energy source then fix and lock it by the help 
of safety padlocks. Available with or without metallic chain of 
100 mm length to provide better locking. For Locking 
arrangement one hole of 9 mm is provided. 

• Size of lower outer base - 35 mm x 35 mm.
• Size of inner hollow base - 27.5 mm x 27.5 mm. 
• Size of upper part - 37 mm x 40 mm.
• Furnished to be attached in specified hole of lockable device 

with specific size in inch is given below: 
• Outer Base - 35X35mm Inner Base - 27.5x27.5mm Upper 

Interior - 35x40mm.
• Weight - 30 of gms of device and 10 gms of chain.
• Color - Transparent Glass.

KRM-K-MEPL-R

MODELS LOWER BASE HOLLOW PORTION UPPER PART OUTER BASE WEIGHT

KRM-K-MEPL-R
KRM-K-MEPL-R-CH

35mm 27.5mm 35x40mm 35mm 30/40gms

KRM-K-MEPL-R- CH

KRM LOTO – TRANSPARENT MULTI PURPOSE ELECTRICAL PANEL LOCKOUT DEVICE





• Material – Strong Polycarbonate body
• Multipurpose  Electrical Panel Lockout is used for air Circuit Breaker or 

push button which is made by two section . To install the device 
primarily is switched off from the Source then fix and lock it by the 
help of safety padlocks.

• Available with or without metallic chain of 100 mm Length to Provide 
better locking 

• For locking arrangement one hole of 9 mm is provide.
• Lower part outer size – 82.mm x 82.5 mm
• Lower part internal cutout dia – 40.5mm 
• Upper part outer size - 65 mm
• Upper part outer dia – 57 mm
• No of Hole – 2 Holes for Lockout
• Weight – 60gms

KRM LOTO -TRANSPARENT MULTIPURPOSE ELECTRICAL PANEL LOCKOUT ROUND (MEDIUM)

KRM-K-MEPL-R65-P

MODELS
LOWER PART

OUTER SIZE(A)

LOWER PART
INTERNAL CUTOUT 

DIA(B)

UPPER PART
OUTER SIZE(C)

UPPER PART
OUTER DIA(D)

NO. OF 
HOLES (E)

HOLE SIZE 
(F)

WEIGHT

KRM-K-MEPL-R65-P 82mm x 82.5mm 40.5mm 65mm 57mm 2 holes 7.5mm 60gms





KRM LOTO – ELECTRICAL PANEL LOCKOUT – ROUND 

• Material – Strong Polycarbonate body. Large Electric 
Panel Lockout device is combination of two parts-
lower part square shape with provision of 4holes & 
super strong adhesive tape, upper parts in round 
shape. 

• Two holes are provided for group locking purpose. 
• Outer square base – 95 mm X 95 mm with inner 

round diameter 78 mm. 
• Upper Round Size – Internal diameter 80 mm and 

depth 65 mm. 
• Weight – 70 gms
• Color – Transparent glass. 

MODELS A B C D E F CUTTING ANGLES

KRM-K-EPL-R 84mm 69mm 82mm 95mm 95mm 78mm

KRM-K-EPL-45-R 84mm 69mm 82mm 95mm 95mm 78mm 45degree

KRM-K-EPL-90-R 84mm 69mm 82mm 95mm 95mm 78mm 90 degree

KRM- K-EPL-45 -Large

KRM- K-EPL-90 -Large

KRM- K-EPL-R -Large





• Material – Poly Carbonate Body. 
• Electrical panel lockout is having  plain surface 

facilitated with hole at base and having 
provisions of cuts on five sides due to which it 
can also be accomodated on lever, handle, etc.. 

• Available with provision of cuts on five sides due 
to which it can also be accomodated on lever, 
handle etc. 

• Available with the provision of cutting of 45 and 
90 degree angles. 

• Size of Double large inner base - 82 mm x 80mm. 
• Outer Size - 104 mm x 104 mm x 95mm. 
• Weight - 170gms
• Color - Transparent glass. 

MODELS OUTER LENTGH OUTER WIDTH CUTTING ANGLES INNER LENGTH INNER WIDTH WEIGHT

KRM-K-DLEPL-P 104mm 95mm Plain 82mm 80mm 170gms

KRM-K-DLEPL-P-45 104mm 95mm 45degree 82mm 80mm 160gms

KRM-K-DLEPL-P-90 104mm 95mm 90degree 82mm 80mm 170gms

KRM- K-DLEPL-P

KRM- K-DLEPL-90

KRM- K-DLEPL-45

KRM LOTO – ELECTRICAL PANEL LOCKOUT – DOUBLE LARGE 





KRM LOTO – ELECTRICAL PANEL LOCKOUT – DOUBLE EXTRA LARGE 

• Material – Poly Carbonate Body. 
• Electrical panel lockout is having  plain surface 

facilitated with hole at base and having provisions 
of cuts on five sides due to which it can also be 
accommodated on lever, handle, etc. 

• Available with provision of cuts on five sides due to 
which it can also be accommodated on lever, 
handle etc.  

• Size of Double large inner base - 100mm x 97mm. 
• Outer Size - 134mm x 129mm x 105mm. 
• Weight - 200gms
• Color - Shade transparent glass. 

MODELS OUTER LENTGH OUTER WIDTH DEPTH INNER LENGTH INNER WIDTH WEIGHT

KRM-K-DLEPL-LARGE 134mm 129mm 105mm 100mm 97mm 200gms

KRM-K-DLEPL-LARGE





KRM LOTO - ELECTRICAL  PANEL  LOCKOUT - TRANSPARENT

• Emergency Panel Lockout Device is used to protect the 
emergency push button to prevent uncertain condition 
caused by human error which is totally safe from any 
energy source.

• Material – Made from high strength transparent glass 
resin PC.

• Electrical Panel Lockout device multi device is suitable 
for almost all the square lock switches and can be 
installed by pressing and fixing with screw.

• Two holes are provided and provision of hole in the base 
part is also available. 

• Internal Hole Diameter – 22 or 30 mm
• Color – Shade transparent glass. 
• Weight – 60gms

KRM-K- EPL-22/30

MODELS
OUTER 

SQUARE BASE
INNER SQUARE 

BASE
UPPAR PART 

INTERNAL
LENGTH WIDTH HEIGHT HOLES

KRM-K-EPL-22/30 45mm 37mm 50mm 50mm 47.3mm 50mm 8mm





• Electrical Panel Lockout Device is used to protect the product switch / 
equipment to prevent uncertain condition caused by human error 
which is totally safe from any energy source.

• Material – Made from high strength transparent glass resin PC & ABS.
• Electrical Panel Lockout device multi device is suitable for almost all 

the square lock switches.
• It can be installed by pressing and fixing with double side tape / screw 

as per the sire requirement.
• Lower Part Square Internal Cutout Size – 74x74mm
• Lower Part Square Outer Size – 100x100mm
• Overall Height – 75mm 
• Color – Shade transparent glass.
• Hole Dia – 7.8mm
• No. of Holes – 3 
• Weight – 120gms

KRM-K- EPL-74

KRM LOTO - ELECTRICAL  PANEL  LOCKOUT - 74

MODELS A B C D E F WEIGHT

KRM-K-EPL-74 100mm 100mm 74mm 74mm 75mm 7.8mm 120gms

NOTE: Actual weight of this product is
1200gms, but this product has volumetric 
weight due to size and shape, So that 
10Pcs of product weight is calculated as
4.5kg (volumetric size: 36*24*24)





• Material - Mild steel sheet duly powder coated with locking arrangement
• Multipurpose Lockout Device is used to lock multiple device can be able to set up in rigid 

situation. It can also with stand against corrosion, temperature and chemical effects. For 
the latching purpose one eye is provided.

• Size of the outer rectangular lower base part - Width 140 mm, Length - 203 mm, height 
overall - 30 mm. Inner Size - 13 mm x 176 mm. Size of Upper part - 121 mm x 182 mm. Cut 
Out size - 68 mm x 68 mm.

• Size of KRM-K-MEPB-57-Length 203mmx width 140mm X height 30 mm(overall height ) 
• Size of KRM-K-MEPB-361-Length 160mm X Width 176mm  X Height 30mm(overall height ) 
• Size of KRM-K-MEPB-381-Length 180mm X Width 110mm  X Height 30mm(overall height ) 
• Also available in different dimensions, Also available in different dimensions, color and 

printed (Caution or warning) on it supplied as per the demand.
• Accessible by strong double sided tape for fixing it intensely having one latch for locking.
• Color - Grey, Yellow, Red or as per the quantity required.

KRM-K-MEPB-381

MODELS A B C D WEIGHT
KRM-K-MEPB-57 203mm 140mm 30mm 10mm 575gms

KRM-K-MEPB-361 160mm 176mm 30mm 10mm 500gms
KRM-K-MEPB-381 180mm 110mm 30mm 10mm 530gms

KRM-K-MEPB-361

KRM LOTO – MULTIPURPOSE ELECTRICAL PANEL LOCKOUT BOX

KRM-K-MEPB-57





MULTIPURPOSE ELECTRICAL PANEL LOCKOUT BOX (AIR CIRCUIT BREAKER LOTO BOX)

KRM-K-MEPB-753

MODELS HEIGHT WIDTH DEPTH Weight

KRM-K-MEPB-753 432mm 381mm 89mm 2.8kg

• Material - Mild steel sheet duly powder coated with 
locking arrangement

• Multipurpose Lockout Device is used to lock multiple 
device can be able to set up in rigid situation. It can also 
with stand against corrosion, temperature and chemical 
effects. For the latching purpose one eye is provided.

• Size of KRM-K-MEPB-753 Height 17” X Width 15” X 
Depth 3.5”

• Also available in different dimensions, color and printed 
(Caution or warning) on it supplied as per the demand.

• Accessible by strong double sided tape for fixing it 
intensely having one latch for locking.

• Weight – 2.8kg
• Color - Grey, Yellow, Red or as per the quantity required.





• Material - Mild steel sheet duly powder coated with 
locking arrangement

• Multipurpose Lockout Device is used to lock multiple 
device can be able to set up in rigid situation. It can also 
with stand against corrosion, temperature and chemical 
effects. For the latching purpose one eye is provided.

• Size of KRM-K-MCBLB Height 11”X Width 6” X Depth -1”
• Also available in different dimensions, color and printed 

(Caution or warning) on it supplied as per the demand.
• Accessible by strong double sided tape for fixing it 

intensely having one latch for locking.
• Weight - 400gms
• Color - Grey, Yellow, Red or as per the quantity required.

KRM LOTO - MCP LOCKOUT BOX

KRM-K-MCBLB-1161

MODELS HEIGHT WIDTH DEPTH Weight

KRM-K-MCBLB-1161 279mm 152mm 25mm 400gms





• Material - Mild steel sheet duly powder coated with 
locking arrangement

• Multipurpose Lockout Device is used to lock multiple 
device can be able to set up in rigid situation. It can also 
with stand against corrosion, temperature and chemical 
effects. For the latching purpose one eye is provided.

• Size of KRM-K-MEPB-612 Width 6”X Length 12”X Depth -
3”

• Also available in different dimensions, color and printed 
(Caution or warning) on it supplied as per the demand.

• Accessible by strong double sided tape for fixing it 
intensely having one latch for locking.

• Weight - 1000gms
• Color - Grey, Yellow, Red or as per the quantity required.

LARGE MULTIPURPOSE ELECTRICAL PANEL LOCKOUT 

KRM-K-MEPB-G-612

MODELS HEIGHT WIDTH DEPTH Weight

KRM-K-MEPB-612 152mm 305mm 76mm 1000gms

KRM-K-MEPB-Y-612





• Material - Mild Stainless Steel with Powder coating.
• Electrical panel Lockout - Multi device is available with 

locking  arrangement to prevent the accidents arises 
due to hazardous situation, it can also be made in any 
other customize size as per the requirement.

• It Can be use lockout for knob of electrical panel.
• Dimension - KRM-K-EPL-EPLKLD 61x61x61mm
• Dimension - KRM-K-EPLKLD 42X40X25mm
• Accessible by strong double sided tape / Screw for 

fixing it intensely having one latch for locking.
• Color - Grey, Yellow, Red or as per the quantity 

required.
• Weight – 50gms & 30gms

KRM LOTO - ELECTRICAL PANEL KNOB LOCKOUT DEVICE

MODEL A B C D E F G Weight

KRM-K-EPKLD-61 61mm 61mm 61mm 8mm 15mm 4mm 9mm 50gm

KRM-K-EPKLD 42mm 40mm 25mm 5mm 15mm 4mm 9mm 30gm

KRM-K-EPKLD

KRM-K-EPKLD-61





KRM LOTO – EXTRA DOUBLE LARGE ELECTRICAL PANEL LOCKOUT (METAL)

• Material – Mild Stainless Steel with powder coating and a 
transparent acrylic sheet. 

• Electrical panel lockout – Multi device is available with locking 
arrangement  to prevent the accident arises due to hazardous 
situation, it can also be made in any other customize size as 
per the necessity.

• Outer base size - 139 mm. 
• Inner base size - 109 mm.
• Cut Out size – 34 mm x 47 mm.
• Accessible by strong double sided tape for fixing it intensely 

having one latch for locking.
• Color – Grey, yellow, red or any color as per quantity required.

MODELS OUTER SIZE CUTTING ANGLES INNER SIZE WEIGHT
KRM-K-EPL-M-45 139mm 45degree 109mm 325gms

KRM-K-EPL-M-90 139mm 90degree 109mm 325gms
KRM-K-EPL-M-P 139mm Plain 109mm 325gms

KRM- K-EPL-M-P

KRM- K-EPL-M-45

KRM- K-EPL-M-90





KRM LOTO-MULTIPURPOSE ELECTRICAL PANEL LOCKOUT BOX

• Material - Mild Stainless Steel with Powder coating 
and transparent acrylic sheet.

• Electrical panel Lockout - Multi device is available with 
locking  arrangement to prevent the accidents arises 
due to hazardous situation, it can also be made in any 
other customize size as per the requirement.

• Outer Size - 90 mm x 90 mm x 40 mm.
• Inner Size - 70 mm x 70 mm. 
• Accessible by strong double sided tape for fixing it 

intensely having one latch for locking.
• Color - Grey, Yellow, Red or as per the quantity 

required. 

MODELS OUTER SIZE INNER SIZE WEIGHT

KRM-K-EPL-MSB 90mmX90mmx40mm 70mmx70mm 150gms





KRM LOTO-LARGE ELECTRICAL PANEL LOCKOUT BOX

• Material – Mild stainless steel with powder coating and a 
transparent acrylic sheet.

• Electrical panel Lockout - Multidevice is available with 
locking  arrangement to prevent the accidents arises due 
to hazardous situation, it can also be made in any other 
customize size as per the necessity.

• Outer Base Size – 130x130x130mm
• Inner Base size – 100x100mm 
• Also available in different dimensions, color and printed 

or warning on it supplied as per demand.
• Accessible by strong double sided tape for fixing it 

intensely having one latch for locking.
• Weight - 839gms
• Color - Yellow, Grey, Red or as per the quantity required. 

KRM- K-LEPL-MSB -P10

MODELS OUTER SIZE INNER SIZE WEIGHT

KRM-K-LEPL-MSB-P10 130x130x130mm 100x100mm 839gms





KRM LOTO-LARGE ELECTRICAL PANEL LOCKOUT BOX

• Material – Mild stainless steel CR with powder coating 
and a transparent acrylic sheet.

• Electrical panel Lockout - Multidevice is available with 
locking  arrangement to prevent the accidents arises due 
to hazardous situation, it can also be made in any other 
customize size as per the necessity.

• Complete Outer Base Size – 130x130x75mm
• Inner  Cut Out Bottom  size – 100x100mm 
• Also available in different dimensions, color and printed 

or warning on it supplied as per demand.
• Accessible by strong double sided tape for fixing it 

intensely having one latch for locking.
• Weight - 600gms
• Color - standard Yellow.  Other color Grey, Red  can make  

on volume  basis quantity KRM- K-LEPL-MSB -P10

MODELS
COMPLETE OUTER

BASE SIZE
INNER  cut out 

BOTTOM BASE SIZE
WEIGHT

KRM-K-LEPL-MSB-P10 130x130x75mm 100x100mm 600gms



PADLOCK EYES FOR ELECTRICAL PANEL LOCKING

• Padlock eye made of mild steel with coating and 2 holes for fixing on required surface. 
• These are suitable for equipment/devices having no locking arrangement.
• Available in different sizes in flat and as well as right angel bend.    





KRM LOTO – ELECTRIC AIR HOLE LOCKOUT DEVICE

• Material – Made from ABS & Rubber.
• While twisting the knob on the lockout, 

rubber will get disfigured and will lock the 
device.

• Kinds of rubber hole cork to lock non 
standard electric hole and other sort of 
computer power socket.

• Customization of rubber head can be done 
on the basis of the quantity required.

KRM-K-EAHL





Notes:

• Lock & Tag should be used with all loto products.

• For group locking on particular energy hasp should be used.

• Group lockout box should be used for group lockout tagout.

• Scissor Cable or Round cable lockout can be used to lock multiple 
hazardous energies instead putting individual locks & tags.


