
• Material-FRP
• Length – 6 Feet
• Testing – Electrician Insulation approval 

from ERDA
• Section – single
• Attachment – Long Radius hooks,

• Rescue Rod is a tool used to release a victim from the 
electrical contact. Places where this tool

• can be used is confined spaces, in vaults or near 
electrical cabinets and switch gear. 

ELECTRICAL RESCUE ROD

KRM-K-ERD-2



• Material-FRP pultruded 
• Process- Automatic pultrusion plant 
• Surface-smooth and glossy
• Design-Telescopic type
• Locking-Push button type
• Standard-IEC 60060
• System voltage – 11 to 33 KV
• H.V.Test:-110 KV ERDA, VAD.
• Total Section:4
• Assemble Length:-20 Feet
• Glass Content:-60%
• Top Section Dia:-25 mm
• Bottom Section Dia:-45 mm
• Earthing:Die cast aluminium Earthing Instrument 30mm dia.
• Grip:Rubber grip

FRP TELESCOPIC EARTH/DISCHARGE ROD FOR 11 TO 33 KV SYSTEM – KRM-K-EDR-1



• Material-FRP pultruded 
• Process- Automatic pultrusion plant 
• Surface-smooth and glossy
• Design-Telescopic type
• Locking-Push button type
• Standard-IEC 60060
• System voltage – 11 to 33 KV
• H.V.Test:-110 kV ERDA, VAD.
• Total Section:2
• Assemble Length:-10 Feet
• Glass Content:-60%
• Top Section Dia:-32 mm
• Bottom Section Dia:-38 mm
• Earthing:Die cast aluminium Earthing Instrument 30mm dia.
• Grip:Rubber grip

FRP TELESCOPIC EARTH/DISCHARGE ROD FOR 11 TO 33 KV SYSTEM – KRM-K-EDR-2

• Highly insulated FRP Telescopic Earth/Discharge Rod 
manufactured in fully automatic Pultrusion Plant having 
strong Electrical and Mechanical Strength 



• Material-FRP pultruded 
• Process- Automatic pultrusion plant 
• Surface-smooth and glossy
• Design-Telescopic type
• Locking-Push button type
• Standard-IEC 60060
• System voltage – 11 to 33 KV
• H.V.Test:-110 KV ERDA, VAD.
• Total Section:4
• Assemble Length:-20 Feet
• Glass Content:-60%
• Top Section Dia:-25 mm
• Bottom Section Dia:-45 mm
• Earthing:Die cast aluminium Earthing Instrument 30mm dia.
• Grip:Rubber grip

FRP TELESCOPIC EARTH/DISCHARGE ROD FOR 11 TO 33 KV SYSTEM – KRM-K-EDR420

KRM-K-EDR420



• Material-FRP pultruded 
• Process- Automatic pultrusion plant 
• Surface-smooth and glossy
• Design-Telescopic type
• Locking-Push button type
• Standard-IEC 60060
• System voltage – 11 to 33 KV
• H.V.Test:-110 kV ERDA, VAD.
• Total Section:2
• Assemble Length:-10 Feet
• Glass Content:-60%
• Top Section Dia:-32 mm
• Bottom Section Dia:-38 mm
• Earthing:Die cast aluminium Earthing Instrument 30mm dia.
• Grip:Rubber grip

FRP TELESCOPIC EARTH/DISCHARGE ROD FOR 11 TO 33 KV SYSTEM – KRM-K-EDR210

• Highly insulated FRP Telescopic Earth/Discharge Rod 
manufactured in fully automatic Pultrusion Plant having 
strong Electrical and Mechanical Strength 

KRM-K-EDR210



• White fiberglass/polyester resin composite tube. 
• Stick with metallic rescue hook. 
• Elastomer hand guard 
• Voltage range : 45 kV. 
• DIMENSIONS / WEIGHT 
• Weight: 1 kg 
• Total length with hook : 1,70m 
• Tube Dia - 28mm 
• Do not use in rain condition.

Reference Designation Dimension

KRM-K-RH-CS45
Rescue stick with non removable 
metallic hook – 45 kV

Length with hook: 1,70 m 

RESCUE HOOK STICK 



• For use on medium voltage lines up to : 33 kV.
• Insulating orange tube Ø 39 mm made of epoxy fiberglass 

and in accordance
• with IEC 60855 standard.
• Equipped with 6 m of copper cable, section 6 mm² , PVC 

insulated.
• Hand guard at length 0,65 m.
• Copper alloy contact probe, length : 80 mm.
• Overall length : 1,6 m.
• Weight : 2,3 kg.
• FIELD OF USE
• Medium voltage static ground discharger

KRM-K-SDR-CM50

STATIC DISCHARGE STICK


