
KRM LOTO- FIRE EQUIPMENT INSPECTION TAG 



SR.NO KRM  LOTO PART CODE PRODUCT NAME UNIT 
WEIGHT 

(kg) 

TECHNICAL 

PAGE NO. 

1 KRM-K-LT#10195 
Fire Extinguisher Tag 76mmx138mm   

(SET OF 10) 
SET 0.90 3-8 

2 KRM-K-LT#10364 
Fire Extinguisher Tag 76mmx144mm   

(SET OF 10) 
SET 0.90 9-10 
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• Fire extinguisher tags are basically used to maintain record for the month / year 
wise details for the extinguishers. Fire Extinguisher Tags are easily writable with 
pen but if required to punch the month / year detail will require punching plier, 
which can be supplied separately if required. 

• Material – Polyester / Plastic that is re-writable two color printing or as per the 
demand which is resistant to the water and oil at extreme temperature, mat finish 
allows the tag to written with any marker Or re-writable pen that is provided by us.    

• Thickness – 0.3 mm to 0.5 mm 
       (± 10 % ) 
• Size – 76 mm x 138 mm  
• Weight – 9 gm  

 FIRE EQUIPMENT INSPECTION TAG – 76 X 138 MM  

KRM-K-LT#10195 





KRM-K-LT#10097 KRM-K-LT#10096 

 FIRE EQUIPMENT INSPECTION TAG – 76 X 138 MM  



KRM-K-LT#10098 KRM-K-LT#10099 

 CUSTOMIZED FIRE EQUIPMENT INSPECTION TAG – 76 X 138 MM  



KRM-K-LT#10100 KRM-K-LT#10422 

 CUSTOMIZED FIRE EQUIPMENT INSPECTION TAG – 76 X 138 MM  





• Fire extinguisher tags are basically used to maintain record for the month / year wise 
details for the extinguishers. Fire Extinguisher Tags are easily writable with pen but if 
required to punch the month / year detail will require punching plier, which can be 
supplied separately if required. 

• Material – Polyester / Plastic that is re-writable two color printing or as per the demand 
which is resistant to the water and oil at extreme temperature, mat finish allows the tag 
to written with any marker Or re-writable pen that is provided by us.    

• Thickness – 0.3 mm to 0.5 mm 
        (± 10 % ) 
• Size – 76 mm 
        x 144 mm  
• Weight – 9 gm  

FIRE EQUIPMENT INSPECTION TAG – 76 X 144 MM  

KRM-K-LT#10364 KRM-K-LT#10441 

76 MM
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KRM LOTO- FIRE EQUIPMENT INSPECTION TAG 

Fire Equipment's Tags are basically used to provide detail information for specific fire 
equipment's, it can also be fixed with cable tie. Easily writable with marker and re-writable 
pen, free from dirt and easily readable. 



 
Notes: 
 
• Lock & Tag should be used with all loto products. 
 
• For group locking on particular energy hasp should be used. 
 
• Group lockout box should be used for group lockout tagout. 
 
• Scissor Cable or Round cable lockout can be used to lock multiple  
  hazardous energies instead putting individual locks & tags. 


