KRM CORPORATION
e L e e A A T e Y

-‘NM;W‘-,..]!_D

_ Mandtsctues & Qlobal Suppler of
PAN No.: AAVPWET460 P d:’ —
TIN No.: 06821328889, {, < @)*\ 1S Lockeut Tagout Standerd
%g G‘Hﬂ‘c‘!‘ﬁ. 1910, 14T L1910, 289

TAN ne.: RTKKO3359G
IEC: 0502006116

™

Lock Tag!!

e .

M: 00 919810 291 331, 8300 544 881 R i i o i Sl

safe 1810 wsatetech private Limited

. GS8TIN No.: 0BAAECKZEIILIZI
PAN No.: AAECKZE31L
TIN No.: 06824000112
CIN No.: U3130IHRZ01IPTCO42508
IEC: AAECKZBIL

Telefax: 00 91 129 4021 351, 413 131 (D)

krmiatogigmall.com

' Rogd. Offico: THO1-A, NLT, Fardabad- 121001 (Haryana)  Postal Offics 815, Soctor-15-A, Faridabad- 121007 -Haryana-NCR-INDIA

www.krmcorporation.com | www.lockouttagouts.com |

|  www.locktagindia.com | www.lotoappliances.com

UNIVERSAL VALVE LOCKOUT DEVICE-KRM-K-ULD-V15

* KRM UVLD is designed to lockout almost all type of valves for
variable sizes and handle dimensions (Round/Flat/square
plain) & different lengths. Valves can also be locked in any
position for non lock out uses.

* Material Parts - ABS / PP + Metal Steel parts + spring.

* Lower Bottom Jaw Grip - 15 mm.

* Use - Locking of Gate Valves / Wheels / Ball Valve.

* Locking - 4 holes for group locking.

* Total Height - 152 mm.

* Color - Red or any color as per quantity.

*  Weight- 162 gm.

Installation Guidelines.

* Compress the top hand wheel knob to open bottom clamp.

* Place the valve lockout device on the valve handle / lever as
shown in the image.

* Place padlock with tag in the locking hole.

* Now no one can press the valve handle lever to rotate, it
means isolation is completed.
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